Tukxi Ride Restructuring
MainActivity
[bookmark: _7vn0voc3ib8w]OnCreate
· Retrieve instances of general functions and application functions
· Ensure that necessary instances of general functions and application functions are initialized.
· Restore the value of members from the saved state if available
· If there is a saved instance state, retrieve and restore the member values.
· Method: releaseScheduleNotificationTask()
· Description: There are classes designed to perform specific tasks at regular intervals. Multiple instances of similar classes, like UpdateFrequentTask, could cause memory usage issues or performance problems, especially if they are running tasks frequently. We need to check the usage and avoid frequent calls to these threads.
· Initialization of Components
· Set details from intent
· Extract and set details from the intent that started the activity.
· Fixing Map delay
· Ensure the map loads without delay.
· Set Location Permission & Handling
· Check and request location permissions if not already granted.
· Set Click Listeners
· Set click listeners for the UI components.
· Set General Labels
· Initialize and set general labels used in the UI.
· Set User Profile Details
· Fetch and display user profile details.
· Set Trip Details From User Profile
· Initialize trip details based on the user's profile information.
· Handle Preference Button
· Implement logic to handle preference button clicks.
· Check Ufx and Fix UI Visibility
· If the activity involves user-facing features (Ufx), adjust UI visibility accordingly.
· Set Drawer Layout and ActionBar
· Properly configure the drawer layout and ActionBar.
· Set Selectable Round Image
· Apply to DeliverImageView, RideImageView, OtherImageView. Remove if not needed.
· Check for Notification Permission
· Ensure notification permissions are granted.
· Set Animation for DragView
· Implement animations for DragView.
· Remove Trip Status Message
· Clear any trip status messages.
[bookmark: _x2eky8jva2bc]OnMapReady
· Get Default Current Location
· Retrieve and display the user's default current location.
· Check if the activity is for Ufx (User-Facing Feature)
· Set up the map and UI components accordingly.
· Set Listeners for Camera Movement
· Add listeners to handle camera movement events.
· Initialize Pickup Location if not already set
· Ensure the pickup location is initialized.
· Check and Request Location Permissions
· Request location permissions if not granted.
· Set a Marker Click Listener on the Map
· Add a listener for marker clicks.
· If Ufx, Initialize Cab Loading on the First Run
· Set up cab loading process for the first run.
· Handle Map Setup Based on the User's Trip Status
· Adjust map settings and markers according to the user's trip status.
· Initialize Other Views
· Set up additional views required for the activity.
· Stop any Ongoing Location Updates and Start a New One
· Ensure location updates are correctly managed.
[bookmark: _t5nd06vcluou]onRequestPermissionsResult
· Handle Location Permissions Request Result
· If the request code matches the location permission request code and the permission is granted, proceed to get the user's location. Otherwise, call the static map.
[bookmark: _yad37smqopsk]OnResume
· Check and Request Location Permissions if not Enabled
· Ensure location permissions are active.
· Update Wallet Balance if it has Changed
· Call getWalletBalDetails() to update the wallet balance.
· Retrieve User Profile JSON Data
· Fetch and set user profile information in the UI.
· Update Drawer Profile JSON if the Drawer is Initialized
· Ensure drawer profile JSON is up-to-date.
· Handle Wallet Update Flag
· Check and process any wallet update flags.
· Update Wallet Balance Text in the Drawer
· Refresh the wallet balance display in the drawer.
· Refresh Available Cabs if Needed
· Update the available cabs list.
· Update Driver Assigned Header if it Exists
· Refresh the driver assigned header if applicable.
· Subscribe to Driver Location Channels if not in Back View
· Ensure subscription to driver location channels when the app is in the foreground.
[bookmark: _l6nvymwxz8ac]OnDestroy
· Stop Location Updates
· Ensure that all ongoing location updates are stopped to conserve resources.
[bookmark: _9ah29mwuekck]Other Methods
· showSelectionDialog() 
· Calling from MainHeaderFragment
· Handle the display of a selection dialog for either a pickup or drop-off location for FlyStationSelectionFragment
· We have to remove this method if it's unused.
· enableDisableScroll()
· We have to remove this method if it's unused.
· setSelectedSkyPortPoint()
· Method is designed to set a specific location (referred to as a "SkyPortPoint") in the context 
· We have to remove this method if it's unused.
· removeSkyPortsPointsFromMap()
· Remove any previously added SkyPort points from the map
· We have to remove this method if it's unused.
· releaseInstances()
·  If showHeader is true and mainHeaderFrag is not null, update the header fragment's UI
· If available cabs are loaded, update selected cab and body type IDs
· Reset the user location button view
· Reset the map view to its default state
· If a pickup location is available, centre the map on it with a default zoom level
· If the fly station selection is not for pickup, update the destination handling in the header fragment
· Remove the fly station selection fragment if it exists
· Remove any SkyPort points from the map
· We have to remove this method if it's unused.
· configDestinationMode()
· Configuring the app's UI and logic based on whether the user is setting a destination or not.
· May be Important
· setPanelHeight()
·  Method adjusts the height of a sliding panel within the UI of an Android application.
· Reset the map view
· Adjust the position of the user location button if necessary
· Check its Usage and need optimization
· setFlyPanelHeight()
· method adjusts the height of a sliding panel within the UI
· It also adjusts the map padding and the position of user interface elements based on the panel's height.
· We have to remove this method if it's unused.
· getPickUpLocation(),getPickUpLocationAddress(),getDestinationStatus(),getDestLocLatitude(),getDestLocLongitude(),getDestAddress(),setCashSelection(),setUpiSelection(),getCabReqType(),setCabReqType()
· 
· notifyCarSearching()
· Used to update the UI when the app is searching for available cars.
· Need Modification and optimization properly
· notifyNoCabs()
·  Notify the user when there are no available cabs. 
· Need Modification and optimization properly
· notifyCabsAvailable()
· Notifying the UI when cabs are available for selection. 
· Need Modification and optimization properly
· onMapCameraChanged()
· On MainHeaderFragment
· Method is called when there's a change in the camera view on the map.
· Filter drivers based on the updated map view
· Need Modification and optimization properly
· onAddressFound()
· Notify the availability of cabs
· Set the destination point
· Update address text in the main header fragment based on the mode (pickup or destination)
· Need Modification and optimization properly
· handleMultiStopOverData()
· Manages multi-stopover data if enabled.
· Adds or resets stopover points in the main header fragment if there are fewer than three points and the destination is added.
· 
